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. MAuAROWZIVaNEiwaAURGiouns TneAuonuItionowgIves CO1 fos nduRARAIA=UINEE0
WoBbAIduaondrsuIvousSNIKAN (Ca01)
Determine the desired ceiling height by calculating the height of C01, then install the screw to
secure the wire for hanging the steel rail (Ca01).

. FIRAUSNIKAN (Ca01) nonsnlnglkrINWivUs:UINU 15 8U. 9 NUduURnAvInoRoullnulrils:o:
KS:KIWSWILINU 40 BU.

Install the first row of steel rails (Ca01) at a distance of 15 cm. from the wall, then install the next
row with a distance between the rails no more than 40 cm.

. USunougevausinannnidulfinanu na:s:e:Hes:naniduasnnivousiinanunosiiiu 60 su.

(funsridnisanmulwnnoulan negunsniduq AOSARMISNIKENIWL IWOAIUITIISY)

Adjust the height of all steel wires evenly, and the distance between the wire hanging steel rails
should not exceed 60 cm (in the case of downlights or other devices should be installed steel
rails added for strength)

. 1@8Ulli CO1 insausNIKENANUNIWEDDEW (KINGoun1sAnay BLOT Gos TRiFeull BLOT foundo
AouMAMIIIJ CO1 NEKAY)
Insert the CO1 into the steel rails as shown in the example image. lluosegsiolly

. USIonunuasagsiolinosiasulasy CA naamiud
The area between the wood to reinforce the CA canopy along the line. 1&sulAsy CA
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C02 SPECIFICATION CO03 SPECIFICATION

H 55mm. H 25 mm.

W 40 mm. W 40 mm.

L 5000 mm. L 5000 mm.
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m:LJlﬂéﬂOnT\iaﬁﬂ|ﬁuaoméwns‘uuvouswm§n (Ca02)
Determine the desired ceiling height by calculating the height of C02 (or C03), then install the
screw to secure the wire for hanging the steel rail (Ca02).

. AIRAUSNIKAN (Ca02) InonsnlnglkKNINWNUSUANU 15 BU. 9NUURnAuInosnoullnslfils:o:

KIS WILINU 40 BU.

Install the first row of steel rails (Ca02) at a distance of 15 cm. from the wall, then install the next
row with a distance between the rails no more than 40 cm.

. USunouguvausinannniduliinanu a:s:e:Hs:rnaiduasniivousuinanlunosiiiu 60 su.

(unsdidnsanlwaiodTar h§aQUnsn]5uq AOSANAUSWIKENIWL WA UITIIS])

Adjust the height of all steel wires evenly, and the distance between the wire hanging steel rails
should not exceed 60 cm (in the case of downlights or other devices should be installed steel
rails added for strength)

. 1Foulli C02 (Mo C03) NNSoUSNIKENMUNIWEDDEN (KINFioNSARGY BLO2 Gioe THAnAY BLO2

foundorosAnalli CO2 Ko CO3 NeKnaY)
Insert the CO2 (or C0O3) into the steel rails as shown in the example image. nuosegiolly

. USIonunuosogsiolinasiasulasd CA naosaiud

The area between the wood to reinforce the CA canopy along the line. 1asulasy CA
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